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‘GENERAL NOTES:

1. FOR SIMPLICITY AND CLARITY BRANCH FEEDER CONDUIT AND
WIRES IS NOT SHOWN ON THE DRAWING. ONLY CIRCUIT NUMBER
TO THE EQUIPMENT AND HOMERUNS ARE SHOWN. CONTRACTOR
SHALL PROVIDE AND INSTALL BRANCH FEEDER CONDUITS, OUTLET
BOXES, WIRES AND JUNCTION BOXES FOR NEW WIRING
INSTALLATION.

2. MINIMUM WIRE SIZE SHALL BE AWG #12 FOR POWER AND
AWG #14 FOR CONTROL.

3. ALL OUTDOOR CONDUITS SHALL BE RGS. CONDUIT WHICH LIES
ON THE ROOF TOP SHALL BE SUPPORTED BY WOOD BLOCKS
ANCHORED TO THE ROOF EVERY 10 FEET.

4. REFER TO MECHANICAL DRAWINGS FOR DETAILS.

S. ALL OUTDOOR ELECTRICAL EQUIPMENT SHALL BE IN NEMA 3R
ENCLOSURES, UNLESS OTHERWISE NOTED.

6.  MAINTAIN WORKING CLEARANCE SPACE PER NEC.

“cls COORDINATE WITH OTHER TRADES ON SPACE REQUIREMENTS.
0 7.  ROUTE CONDUITS BELOW ROOF AND PENETRATE THRU ROOF AT
N EQUIPMENT LOCATION , WHENEVER POSSIBLE.
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MANUFACTURER’S RECOMMENDATION FOR ALL REQUIRED CONTROL,
MONITORING, SIGNAL AND ALARM SYSTEMS.
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